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LinkEye System Installation Diagram 
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(Base unit installed with new brackets) 
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1 Preparation before installation  
1.1 Installing battery pack, SD card and 
antennas for camera 
A. Please check if the battery cables are well plugged. 

 
B. Insert the SD card as below direction. 

 
C. Install the antennas. 
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1.2 Get the base station connected and 
powered 

 
A. RF antennas 
Connect the correct frequency bands fiber-glass 
antenna with the RF interface on the base station via 
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the antenna connection cable. Please make sure the 
antennas are tightened. 
 
B. 12V DC cable 
Power the base station via 12V DC cable.  
Note: The Red wire is positive electrode. The Blue wire 
is negative electrode.  
 
C. Network Cable (Optional) 
Network cable is used to connect the base station 
with a router or connect the base station with your 
computer. 
Important configuration notes: 

1. Set the router/computer's IP address to match 
the camera system's gateway address 

2. The router/computer and base unit must 
share the same IP subnet 

3. To verify connectivity, use the ping command 
to test communication with the base unit's IP 
address 

1.3 Camera network settings 
A. Camera IP: 
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The slave cameras need to be set with the correct IP. 
Enter MENU->NET, to set Camera IP. 
The Camera IP should have the same gateway as the 
Station IP. For example, if the IP of base station is 
192.168.001.210, then the camera IP can be 
192.168.001.101 or 192.168.001.102 etc. The camera 
will restart automatically after the new IP is set. 

 

 
B. Station Password: 
Please input the Station 's password as it pasted on 
the base station. Such as below one. 
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There is no need to input Base Station's IP since the 
cameras will automatically find the Base Station's IP. 
If there are more than one Base Stations, the camera 
can choose the correct Base Station according to the 
Base Station's password. 
 

1.4 Get the RF signal 
A. After all the settings are finished, power on the 
camera, then the camera will search the RF network. 

 
B. Manually send a photo 
Press (SHOT) button to take a photo, then press OK 
button, press MENU button, choose Send to manually 
send a photo. 
"Sent Failed: -7" --Means there is no external network 
connected. Then the camera will automatically send 
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the photo to the base unit. It will show "Sent 
successfully".   

1.5 Check the photos/videos 
 
1.5.1 Connect with computer via network cable 
If you connect the base station directly with your 
computer via the network cable, you can download 
the photos or videos from base unit via any FTP 
software tool, such as FileZilla.  

 
Log the base station’s FTP: The IP is 192.168.xxx.xxx. 
The user name and password is null. The port is 208. 
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Then you will see the photos/videos in different 
cameras’ file folders. 

 
 
We also provide a free Windows desktop software - 
LinkEye application to help users easily check the 
photos or videos. If you need this software tool, 
please contact us. 
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1.5.2 Send to your own FTP server or Linckeazi Cloud 
If you have a CPE(4G Router) or other network in the 
system via the network cable. The photos or videos 
can be sent to your own FTP server or Linckeazi cloud. 
There are two firmware version for LinkEye Camera 
System. For FTP version, you need to use profiles.ini 
to set your FTP server info into cameras. For cloud 
version, you just need to add the camera ID to your 
Linckeazi cloud account.  
Please let us know which firmware version are you 
requested before you purchase. 
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A. How to add a 4G router 
Use the network cable to connect a 4G router with the 
RJ45 port of Base Station. 
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Set the correct gateway of the router.  
The gateway of the router needs to be set as same as 
the base station. For example, if the IP of base station 
is 192.168.8.1, the IP of the router can be 192.168.8.2. 
The IP of slave cameras can be 192.168.8.102 or 
192.168.8.103 etc. 
  
B. How to use FTP version cameras? 
Users can change the FTP settings to send to their 
own FTP server via profiles.ini file. 
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You need to change "SRV" and "USERPWD" part. 
Please note if your FTP's port is not 21, please also set 
the FTP's port in "SRV".  
After the setting of the profiles.ini file finished, please 
copy profiles.ini file to the SD card. Then insert the SD 
card. The camera will automatically do the updating. 
 
C: How to use cloud version cameras? 
Open website: https://www.linckeazi.com. Or scan the below 
QR code to install the APP. 

  
         Android APP          IOS APP 
Sign up your Linckeazi account with a Email address.  
Login your account to add the camera ID. The SN and 

https://www.linckeazi.com/
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camera ID can be found in the camera box or camera. 
Power on both the base station and camera.  
After it shows the RF signal, it means the camera has 
been connected with base station.  

  
Press SHOT button to take a picture, press OK, then press 
MENU, choose SEND to manually send a picture.  
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2 Other precautions for Installation 
2.1Parts list of the LinkEye system 
 1piece  Base Station 

 
 2-16pcs  Slave cameras 

 
 2pcs  Fiber-glass antennas 



 18 

 
 2pcs  Antenna connection cables 

 
 1piece  12V Power cable 

 
 1 piece  Network cable 
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 New mounting brackets 

 
 
 1 pair of Lightning arrestors 

 

     
 3pcs 3-meter Ground Wires 
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2.2 Installing the Base Station as high as 
possible 
This LinkEye Base Station needs to be mounted on a 
pole or a cylindrical object. For better signal 
transmission, we HIGHLY recommend to mount the 
Base Station on a high elevation in open area. The 
fiber-glass antennas need to be mounted at the top 
of the poles as high as possible to maximize the 
antenna gain. 
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2.3 The installation of the antennas 

 
 
Note: Lightning arrestors and ground wires are 
very important for protecting the base station in 
the field. 
Below shows the installation of the lightning arrestors 
and the ground wires. 
Please connect the ground wires to the lightning 
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arrestors before installing the lightning arrestors to 
the antennas. 

  G 
 
 
 
 
 

   (Connecting with the 3-meter long Ground Wires)

 
              (Lightning Arrestor) 
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2.4 Installation of the Base Station 
 
Step1: Fix the two brackets to one piece. Please fix 
them tightly. 

 

 
 
Step2: Fix the mounting bracket with the base unit. 
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Step3: Install the base unit to a tree or a pole. 
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 Connect the Base unit's antenna first,then power 
on  
Please DO NOT power on until you finished the connection 
of antennas. Otherwise, there will be risks to burn the 
device. 

Connect the Base unit's antenna first,then power on 
When everything is mounted ready, then you can 
power on the Base Station and Slave Cameras to 
make the system start to work. Thank you. 
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